








13

Upper Cover Installation

M6*16

2.8 ± 0.1 N·m1

2

Part Q

* The triangle symbol must be aligned 
with one of the four slots in the base.
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Power On/Off / Einschalten/Ausschalten / Marche/Arrêt / Encendido/apagado / 
Ligar/Desligar / In-/uitschakelen / Accensione/Spegnimento / Włączanie/wyłączanie 
zasilania / ZAP/VYP / Ström på/av / Pornire/Oprire / Включване/изключване / 
Strøm til/fra / Ενεργοποίηση/Απενεργοποίηση / Toide sisse/välja / Virta päälle/
pois / Uključivanje/isključivanje napajanja / Be-/kikapcsolás / Maitinimo įjungimas / 
išjungimas / Barošanas ieslēgšana/izslēgšana / Napájanie zapnuté/vypnuté / Vklop/
izklop / Güç Açık/Kapalı / Ligar/Desligar

NOTICE!

•	 The user interface shown is for reference only and may vary based on your selected 
settings. Refer to the actual interface.

•	 Due to product updates, the actual interface may differ. Refer to the actual interface.

Power-on

Step Description

1

2

Select Meter/Ct Settings and select the sensor based on actual scene.

3 Switch on the battery. For details, see the documentation of the battery.

4

Press the system switch down to the ON position.
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Step Description

5

6 Wait for the inverter to start up.

7

Upon the initial power up, it is required to initiate the Installation Check to perform 
a CT check. The setup path matches Step 2.

*Installation Check is available when the CT is connected to the Grid terminal. If you connect a meter to the 
Grid terminal, this setting is unavailable, and you must check the meter wiring manually.

Power-off

Step Description

1  or 

2 Turn off the AC switch between the inverter and the power grid.

3

4 Switch off the battery. For details, see the documentation of the battery.
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General Settings / Allgemeine Einstellungen / Paramètres généraux / Configuración 
general / Definição Geral / Algemene instelling / Impostazione generale / Ustawienia 
ogólne / Obecné nastavení / Generell inställning / Setare general / Обща настройка 
/Generel indstilling / Γενική τοποθέτηση / Üldine seadistus / Yleisasetus / Opće 
postavke / Általános beállítás / Bendrasis nustatymas / Vispārīgs iestatījums / 
Všeobecné nastavenie / Splošna nastavitev / Genel Ayar / Configuração Geral

This section covers general settings. For detailed settings, refer to the user manual.

NOTICE!

•	 The user interface shown is for reference only and may vary based on your selected 
settings. Refer to the actual interface.

•	 Due to product updates, the actual interface may differ. Refer to the actual interface.

Power-on and Power-off

Basic Settings

Configure the basic settings including the country, grid code, and data time.
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Grid Settings

This function controls the inverter's power output to the grid. If you do not want to 
feed power to the grid, set Export to 0W.

SolaXCloud Download / SolaXCloud Download / Téléchargement SolaXCloud / 
Descarga de SolaXCloud / Descarga do SolaXCloud / SolaXCloud Downloaden / 
SolaXCloud Download / Pobieranie SolaXCloud / Stáhnout SolaXCloud / SolaXCloud-
nedladdning / Descărcare SolaXCloud / Изтегляне на SolaXCloud / Hent SolaXCloud 
/ Λήψη SolaXCloud / SolaXCloud'i allalaadimine / SolaXCloudin lataus / Preuzimanje 
SolaXCloud / SolaXCloud Letöltés / „SolaXCloud“ atsisiuntimas / SolaXCloud 
lejupielāde / Stiahnuť SolaXCloud / Prenesi SolaXCloud / SolaXCloud İndirmesi / 
Download do SolaXCloud

App Store / Google Play SolaXCloud

Scan the QR code to download the SolaXCloud app. Follow the tutorial or online 
documentation on the SolaXCloud app to complete the configuration.

Warranty Registration
Please visit the website: https://www.solaxcloud.com/user-center/ to complete the 
warranty registration. For more detailed warranty terms, please visit SolaX official website: 
www.solaxpower.com.
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